
POWERPACK 
Durability & low noise 

Designed for easy, fast and economical       
installation. Field tested to ensure highest 
standard of durability and long life.            
Well-balanced to produce smooth and vibra-
tion-free operation with low noise level. 

Low exhaust & noise emission 

The state of the art, high-tech injection and 
highly efficient charge air system with low 
internal losses contributes to excellent      
combustion and low fuel consumption. 

Easy service & maintenance 

Easily accessible service and maintenance 
points contribute to the ease of service of the 
engine. 

 

 

80-630 kVA POWERED BY VOLVO PENTA                                                                                                      DESIGNED TO ISO 3046 & BS 5514 

FEATURES 

CONSTRUCTION 

Baseframe made of heavy duty steel 

sheet. Build-in fuel tank is available as   

an option. 

Anti-vibration pads installed to ensure 

vibration isolation. 

 

GENERATOR 

Self excited brushless. 

Class H 

Insulation protection available from 

IP21– IP55 for onshore and offshore 

application as an option. 

 

 

 

ENGINE 

Excellent load acceptance. 

Highly efficient cooling system. 

EU Stage 2 emission certified. 

Wide range of optional equipment 

for onshore and offshore              

application. 

Additional Rigsafe for hazardous 

application is available. 

 

TRANSPORTABILITY 

Lifting points on baseframe. 

Special offshore lifting frame is 

available as an option. 

 

 

DOCUMENTS 

Engine, generator and control 

panel manuals. 

Wiring diagrams. 

 

OPTIONS 

Can be engineered with a range of 

optionals and accessories. 

Control panel (manual or fully  

Automatic AMF) customization. 

Stand alone fuel tank.  

Bigger fuel tank for base load  

application. 

Mechanical and electrical              

installation. 



Contact Us! 
SINCRO POWER SDN BHD (786650-K) 

30,  Kompleks Premis Usahawan SME Bank, 

Jalan Saujana Indah U2/7, Taman Perindustrian  

Saujana Indah, Seksyen U2, 40150 Shah Alam, 

Selangor, Malaysia 

Phone: +603 7847 3717  +603 7848 3717  Fax: +603 7859 7317 

Email: sales@sincropower.com.my 

www.sincropower.com.my         wwww.sogaenergyteam.com 

DIESEL GENERATOR SET POWERED BY VOLVO PENTA ENGINES 
TECHNICAL SPECIFICATION 

For continuous improvement, all specifications are subject to change without notice. 

The generator set illustrated may not be entirely identical to production standard generator set. 

 

          Volvo Penta logo is a registered trademark of AB Volvo 

          Sincro logo is a registered trademark of Sincro Srl   

          © Copyright 2015 Sincro Power 

Power Standards 

The engine performance corresponds to ISO 

3046, BS 5514 and DIN 6271. The technical   

data applies to an engine without cooling fan 

and operating on a fuel with calorific value of 

42.7 MJ /kg (18360 BTU/lb) and a density of 

0.84 kg/liter (7.01 lb/US gal), also where this 

involves a deviation from the standards.  

Power output guaranteed within 0 to +2% att 

rated ambient conditions at delivery. Ratings 

are based on ISO 8528. Engine speed govern-

ing in accordance with ISO 3046/IV, class A1 

and ISO 8528-5 class G3  

 
cat ref: sincropower_cat_SPV_2015 rev_02 

Rating Guidelines  

PRIME POWER rating corresponds to ISO 
Standard Power for continuous operation. It 
is applicable for supplying electrical power at 
variable load for an unlimited number of 
hours instead of commercially purchased 
power. A10 % overload capability for    
govering purpose is available for this rating                                            
STANDBY POWER rating corresponds to 
ISO Standard Fuel Stop Power. It is applica-
ble for supplying standby electrical power at 
variable load in areas with well established 
electrical networks in the event of normal 
utility power failure. No overload capability is 
available for  this rating.                                                                                
1 hp = 1 kW x 1.36  

OPEN SET SILENT ENCLOSURE SET 



POWERPACK 
Durability & low noise 

Designed for easy, fast and economical       
installation. Field tested to ensure highest 
standard of durability and long life.            
Well-balanced to produce smooth and vibra-
tion-free operation with low noise level. 

Low exhaust & noise emission 

The state of the art, high-tech injection and 
highly efficient charge air system with low 
internal losses contributes to excellent      
combustion and low fuel consumption. 

Easy service & maintenance 

Easily accessible service and maintenance 
points contribute to the ease of service of the 
engine. 

 

10-65 kVA POWERED BY PERKINS                                                                                                     DESIGNED TO ISO 3046 & BS 5514 

FEATURES 

CONSTRUCTION 

Baseframe made of heavy duty steel 

sheet. Build-in fuel tank is available as   

an option. 

Anti-vibration pads installed to ensure 

vibration isolation. 

 

GENERATOR 

Self excited brushless. 

Class H 

Insulation protection available from 

IP21– IP55 for onshore and offshore 

application as an option. 

 

 

 

ENGINE 

Excellent load acceptance. 

Highly efficient cooling system. 

Wide range of optional equipment 

for onshore and offshore              

application. 

Additional Rigsafe for hazardous 

application is available. 

 

TRANSPORTABILITY 

Lifting points on baseframe. 

Special offshore lifting frame is 

available as an option. 

 

  

 

DOCUMENTS 

Engine, generator and control 

panel manuals. 

Wiring diagrams. 

 

OPTIONS 

Can be engineered with a range of 

optionals and accessories. 

Control panel (manual or fully  

Automatic AMF) customization. 

Stand alone fuel tank.  

Bigger fuel tank for base load  

application. 

Mechanical and electrical              

installation. 



Contact Us! 
SINCRO POWER SDN BHD (786650-K) 

30,  Kompleks Premis Usahawan SME Bank, 

Jalan Saujana Indah U2/7, Taman Perindustrian  

Saujana Indah, Seksyen U2, 40150 Shah Alam, 

Selangor, Malaysia 

Phone: +603 7847 3717  +603 7848 3717  Fax: +603 7859 7317 

Email: sales@sincropower.com.my 

www.sincropower.com.my         wwww.sogaenergyteam.com 

DIESEL GENERATOR SET POWERED BY PERKINS ENGINES 
TECHNICAL SPECIFICATION 

          Perkins logo is a registered trademark of Perkins Engine Company Limited 

          Sincro logo is a registered trademark of Sincro Srl   

          © Copyright 2016 Sincro Power 

Power Standards 

The engine performance corresponds to ISO 

3046, BS 5514 and DIN 6271. The technical   

data applies to an engine without cooling fan 

and operating on a fuel with calorific value of 

42.7 MJ /kg (18360 BTU/lb) and a density of 

0.84 kg/liter (7.01 lb/US gal), also where this 

involves a deviation from the standards.  

Power output guaranteed within 0 to +2% att 

rated ambient conditions at delivery. Ratings 

are based on ISO 8528. Engine speed govern-

ing in accordance with ISO 3046/IV, class A1 

and ISO 8528-5 class G3  

 

Rating Guidelines  

PRIME POWER rating corresponds to ISO 
Standard Power for continuous operation. It 
is applicable for supplying electrical power at 
variable load for an unlimited number of 
hours instead of commercially purchased 
power. A10 % overload capability for    
govering purpose is available for this rating                                            
STANDBY POWER rating corresponds to 
ISO Standard Fuel Stop Power. It is applica-
ble for supplying standby electrical power at 
variable load in areas with well established 
electrical networks in the event of normal 
utility power failure. No overload capability is 
available for  this rating.                                                                                
1 hp = 1 kW x 1.36  

OPEN SET SILENT ENCLOSURE SET 


